
Non-Slip Foor Coat 

 
 
 

Non-Slip Floor Coat (NFC) is a specially formulated co-polymer emulsion that is UV stable, flexible, 
colour fast, designed to be 100% waterproof at full curing. It incorporates an aggregate dry mix that 
will create a textured finish similar to sand paper.  Applying 2 coats in the same direction is vital to 
ensure the correct aesthetic finish 

Application Method 

 
 Ensure that the base is dry and free of debris, dust or any objects that might cause non-

adhesion to the substrate.  
 

 NFC  is pre-mixed, so when needed open 20Lt container and mix at medium speed 
 

 ROLLED: 
  

 NFC will spread and cover as normal paint, however the volume of product on the roller 
needs to be kept adequate to ensure correct texture is formed 
 

 Keep the film wet, never go over dried areas as this will influence the aesthetics of the 
surface 
 

 Allow for proper drying between coats, minimum 1-2 hours 
 

 With the roll-on application a minimum of 240 – 300mic needs to be achieved on every 
layer. Minimum of 2 layers 
 

 
NFC is available in over 5000 colours and can be matched to specific colour specifications 

Applications 
1. NFC will adhere to most concrete surfaces but can be used on wood or metal surfaces 
2. NFC is recommended for disabled ramps, staircases and work areas where traction is 

required 

CONFIDENTIAL


